I would like to introduce myself as Steel Bar Manufacturer based in North India, used in Concrete Re Enforcement for building construction.

You could download my company profile from www.rathiindustries.com. Below are the specifications for the product I am offering.


GRADE
 

As per the ASTM standards there are 2 attributes of the product one is chemical composition of the bars and the other is the Physical strength of the bars.

The chemical composition depends upon the Raw material's Composition, which can not be altered at the time of Rolling of the Bars. It will remain as it is and can only be altered at the time of Raw material Manufacturing.
 

The Physical Component however is determined by the efficiency of the rolling mill. Various values obtained while rolling will represent the strength of the bar and load bearing capacity of the bar.

Please have a look at the comparison below:


CHEMICAL COMPOSITION % FOR GRADE ASTM A615 GR 60

Carbon

 Max 0.30

Manganese 
Max 1.00

Phosphorus 
Max 0.60

Sulphur 
Max .050

CHEMICAL COMPOSITION % FOR RATHI STEEL

Carbon 

Max 0.30

Manganese 
Max 0.45

Phosphorus 
Max 0.085

Sulphur  
Max 0.065

Some other chemicals are also mentioned in ASTM which is not listed here. They are of no relevance to the strength of the bars.

MECHANICAL PROPERTIES For GRADE ASTM A615 GR 60

Yield Stress (also called proof stress) (N/mm2) 
Min 414 N/mm2

Tensile Strength (N/mm2) 


Min. 485 N/mm2

Elongation (%)




Min. 14.5 %

MECHANICAL PROPERTIES FOR RATHI STEEL

Yield Stress (also called proof stress) (N/mm2) 
Min 415 N/mm2

Tensile Strength (N/mm2) 


Min. 485 N/mm2

Elongation (%)




Min. 14.5 %

I will be able to match the physical properties exactly as mentioned in ASTM. Since I am buying my raw material from the market I do not have any control over the chemical composition. The above table shows the tolerance level. For controlling the chemical composition the raw material manufacturer will have to use more scrap while melting. As of today the ratios in Indian domestic market in India are 70% sponge and 30% scrap where as it should be 60% scrap and 40% sponge for attaining the right composition.
 

LENGTH of Bars is 36 feet. Bundles of 100kgs each will be bent in U shape and 
loaded into the containers. Tolerance value of 2 feet and +/- 10 Kgs.

Sizes available (in MM)
8 / 10 / 12 / 16 / 20 / 25 / 28

Qauntity:
please furnish size wise qty.
From my factory I can deliver material very fast as I am having a fairly large production per day but please note that the shipping vessel availability to your port is another issue. While calculating delivery period you will have to look into the shipping time lags and vessel availability for the desired destinations.
 
The Indicative prices as on 25 February 2008 are 800 USD/MT FOB NAVASHIVA MUMBAI INDIA. 
The day you finalize the order, the applicable prices for that day will prevail. It may increase or decrease as domestic markets are very volatile.
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