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RAK FZE. P.O. BOX 10559.  MOB: 050-7849126, FAX: 07-2041010 EMAIL:  , silverwater@rakfzbc.ae 

WEBSITE: www.silverwatercorp.com
OUR MOTO:  TO OFFER YOU UNBEATABLE PRICE AND QUALITY
SUB: Your requirement for our wide range of Steel Products and African Teak.

Dear Sir,

We take this opportunity to introduce our Company as Silver Water Corporation FZC located in Dubai, U.A.E, RAK Free Trade Zone as one of the leading Suppliers of MS ERW Galvanized Pipes/ Black Pipe, Galvanized Sheets/ Coils (GP/GC), Precision tubes made out of CR Coils & HR Black Hollow sections (RHS/SHS) & Color Coated Galvalume-Zincalum sheets, Thermex TMT Deformed Steel Bars, AS Angle, Channel, Flat round, I Beams. We also keep in stock African Teak IROKO; we have a factory located at Ekere-Ekiti Industrial Estate, opposite forestry checking point, IKere-Ekiti state, NIGERIA.

We represent many steel mills across India and we will offer you best prices for your requirements. We stock Corrugated Sheets and African Teak Iroko. We would be please to offer you the best prices and quality for your steel requirement. We are hopeful for a long association with your company. 
Our Industries are ISO 9001 accredited Public Limited Company with an annual group turnover of approx. USD 1500 Million and above.

OUR PRODUCT RANGE (1)

	G.P COIL
	COMMERCIAL QUALITY
	DRAWING QUALITY

	THICKNESS 
	0.18-0.80 (mm)
	0.30-0.80 (mm)

	WIDTH 
	400-1250 (mm)
	400-1250 (mm)

	ZINC COATING 
	80-275 (gsm)
	80-275 (gsm)

	COIL ID 
	508 (mm)
	508 (mm)

	COIL WEIGHT 
	5.0 MT (Max)
	5.0 MT (Max)

	BEND TEST ANGLE
	0 t
	0 t

	COIL WINDING
	Staggered
	Staggered


	G.P SHEET
	COMMERCIAL QUALITY
	DRAWING QUALITY

	THICKNESS 
	0.18-0.80 (mm)
	0.30-0.80 (mm)

	WIDTH 
	400-1250 (mm)
	400-1250 (mm)

	LENGTH 
	1800-4880 (mm)
	1800-4880 (mm)

	ZINC COATING 
	80-275 (gsm)
	80-275 (gsm)

	BEND TEST ANGLE
	0 t
	0 t

	PACKET WEIGHT
	2.0 to 4.5 MT
	1.5 to 4.5 MT


	G.C SHEETS
	COMMERCIAL QUALITY

	THICKNESS 
	0.18-0.70 (mm)

	WIDTH 
	665-900 (mm)

	LENGTH 
	1600-4880 (mm)

	ZINC COATING 
	80-275 (gsm)

	PACKET WEIGHT
	2.0 to 4.5 MT


SPECIAL FEATURES:

1. Online skins pass facility to produce GPSP Coils.
2. GP Slit Coils is 20mm and above.
3. Regular Spangle, Small Spangle & Bright Finish.
4. Surface treatment is Chromated & Uncoiled, Unchromated & Uncoiled.
5. Coils are identified with paper sticker at ID and side faces of the coil.
6. Packets are marked with paper sticker at width side. 
PRODUCTION CAPACITY.

 We produce more than 100,000 MT per Annum.

COLOR COATED SHEETS:
Our Color Coating Plant is fully imported unit, with the latest technology having 140 meters length, and designed with the latest Two Coat Two Break system, with an accumulator at each end. The primer and the top coat are applied in the same run, leading to Zero Wastage of Coils. Two reverse Roller Coating Machines ensure uniformity, Quality and performance of the paint system. Each machine is capable of coating the front and back, and can be used to coat Four Colors in one run to provide two side Coating (C2S) for special customer requirements. The distinct advantage of the coil coating process is its ability to provide a uniform coating, with very reproductive thickness, color and gloss in order to achieve better life and aesthetics. 

 Repainted Aluminum- Alloy Aa3105/Aa3003/IS3100

THICKNESS RANGE
:  0.30mm to 1.00mm
WIDTH


: 1220MM or any combination of slit width.

COIL WEIGHT

: Up to 4 Metric Tones.
COATING

: 5 micron of Primer and 20 Micron of Top Coat on Top Side 5 micron of service coat on back side. 
Pre-Painted Galvanized Steel- ASTM653

ZINC COATING
: 120 Gms to 275 Gms. (LFQ)
THICKNESS RANGE
: 0.30mm to 0.80mm
WIDTH


: 1220mm or any combination of slit width.

COIL WEIGHT

: Up to 6 Metric Tones.

COATING

: 5 micron of Primer and 20 micron of Top Coat on Top side 5 micron of Service Coat on Back Side. 
Pre-Painted Galvalume-Zincalum 1 Specification

Color 2 Sides

: Four Different Coats in one run. Double Side Coating with Primer and Top Coat on both sides of the coil.
FINISH OPTIONS
: Various types of Finish Options such as Wood Grain, Texture, etc.

PAINT SYSTEM
We can provide any paint system as desired by customers. Currently we are providing Polyester, PVDF, Plastisol and Polyamides paint Systems.

POLYSTER:
A more economic paint system used in general roofing, cladding and interiors, in normal atmospheric conditions. 

PVDF:

Paint system used for better Corrosion/ UV/ Fading resistance. It is recommended in severe atmospheric environments.

Precision Tubes / HELLOW SECTIONS made out of CR / HR Coils (RHS/SHS). 
  From:  ½” to 1-1/2” OD/19mmx19mm on wards. 
 The proportionate wall thickness Varies from 0.7 mm to 2.00 mm as per the requirement of the customers in specific length with precise tolerance in length, thickness and OD. 

PRODUCTION CAPACITY:

We have Three Mills backed with own CRC Manufacturing to produce more than 20,000 MT per Annum. 

CR SHEETS/COILS. 
With modern mills we are producing impeccable quality CR sheets/coils from 0.4 mm to 2.5 mm in width up to 1000 mm & in ‘D’, ‘DD’, ‘EDD’ & Stamping quality. 

MS ERW GALVANIZED PIPES (GI Pipe) 
From ½” to 3” Dia in extra light, light & medium series in the proportionate wall thickness of 1.5 mm to 4.0 mm as per IS: 1239, BS: 1387 and DIN Specifications or as per the requirement of the customers. 

PRODUCTION CAPACITY:

We have Four Mills and Two Galvanizing plants thereby able to produce more than 75000 MT per annum.

PACKING 
GC/GP SHEET: SEAWORTHY STANDARD EXPORT PACKING. EACH BUNDLE WRAPPED FIRST WITH THICK POLY BAG. METAL JACKETED ON STRONG WOODEN SKIDS SECURED WITH STEEL STRIPS ALONG THE LENGTH & WIDTH. 
GP COIL: EACH BUNDLE WRAPPED FIRST WITH THICK POLY BAG FOLLOWED BY BUBBLE BAG METAL JACKETED, SECURED WITH STEEL STRIPS ALONG THE CIRCUMFERENCE & ACROSS THE WIDTH. 

IROKO

Scientific name

: Chlophora Exceisa. 










Famille



: Moraceae

NAME



: Iroko

SOURCES


: West Africa

COLOUR


: Initially yellow but darkens to dark brown

ADVANTAGES
: Looks like teak and has the properties of teak but is only half the price. Naturally one of the most durable timbers as it contains natural oil. It needs no preservatives outside.

USES
: Furniture, exterior and interior joinery. It may also be used for floors, veneers, cladding, construction work, kitchen cabinets, paneling, railway sleepers, timber bridges, barrel staves and caskets.

SAPWOOD


: Differentiated, yellowish while 5 to 7.5 cm

CORE WOOD


: Yellow- Brown to dark brown (Highly variable)

TEXTURE


: Medium to Coarse.

STAR-SHAKLING

: Line

DENSITY


: 12% (Kg/m2) D12= (Heavy)

VOLUME SHRINKAGE

: At 1% Humidity (v %) 0.44

LINEAR SHRINKAGE

: % of Tangential total T% = 5.5; % Radial total R% = 3.5

BREAKING POINT

: Under Axial Compression (N/mm2) C12 = 57; Under Static flexion (N/mm2) = 118

ELASTICITY MODULE

: Under Traction (N/mm2) = 9900

SPECIFICATION

: 2” * 6” WIDER, LENGTH 6’ AND UP





: 3” * 6” WIDER, LENGTH 6’ AND UP

WORKING AND PROCESSING:

Sawing is easy and drying is average with deformation risk are minimal and cracking risks is minimal. Machining is difficult due to cross-grain structure. Bending is moderate and Gluing is good. Finishing is good and the sapwood of African Teak is light brown tinged with dark brown. African teak is well known for its very good strength and shock resistance and it also has excellent steam bending properties. 

QUALITY 
Quality is a way of life for us and we live by quality in this industry. The quality of our products and services are widely recognized and we have been maintaining international quality standards. We manufacture these items confirming to ASTM, JIS, EURO, ETHIOPIAN ETC, and STANDARDS. Materials can be supplied as STRETCH LEVELED AND SKIN PASSED in ORDINARY and DEEP DRAWING GRADES. We are exporting our products to various countries including South Africa, UAE, Europe, China, Male, Mozambique, Singapore and USA.
We are hopeful to have a long association with you as we will provide to you the best prices for the G.I Pipes, ERW pipes, Black pipes, African Teak, Corrugated Sheets and Color Coated Sheets with the quality you desire. We are desperately looking to make a market for our highly controlled manufactured pipes and our A grade quality African Teak.

We assure you to our best Quality, Service and prices always. Desperately we are looking for your reply. 

In case you need any further information or clarification, then please feel free to contact me at any time. 

WITH BEST REGARDS,

SUPREET KAPUR

(IMPORT/EXPORT MANAGER)

_1198223414.bin

