EXPORT SCHEDULE

FOR YEAR 2005

TEST POSSIBILITES : 

*
PER ITEM AND/OR PER CAST (HEAT)

FLATNESS (SKINPASSED ) FOR “HRC” & “HRS”

*
 PER “ASTM A 568” , EN 10051 AND/OR “ASTM A6M-94”  DEPENDS ON THICKNESS

FLATNESS (SKINPASSED) FOR “GALVANIZED COILS”

*
AS PER EN 10143, JIS G 3302 AND/OR ASTM A 525M

TELESCOPIC EXTEND

*
AS PER DIN “1016”

SURFACE APPEARANCE FOR “HRC” AND “HRS”

*
NORMAL AND/OR IMPROVED (FOR REROLLERS AND DRAWINGS)

SURFACE APPEARANCE FOR “GALVANIZED  COILS”

*
COATED AND/OR IMPROVED

PACKING FOR “HRC”(CODE 318)

*
BOUND WITH 3 CIRCUMFERENTIAL AND 5 RADIAL STEEL BANDS WITH ANGLES

PACKINGS FOR HRS (CODE 366)

*
BINDING WITH 2 LONGITUDINAL AND 3 TRANSVERSAL STEEL STRAPS-PROTECTION CORNERS- FOR LENGTH<4000MM

PACKING DOR HRS (CODE 360)

*
WITH 2 LAYERS TARRED WRAPPING –BOUND WITH LONGITUDIANL AND TRANSVERSAL STRAPS, EDGE PROTECTION ANGLES FOR ALL SIDES ON THE TOP AND BOTTOM FOR WIDTH 1000-1500MM AND LENGTH UP TO 4000MM

PACKING FOR “HRS” (CODE 365)

*
BINDING WITH TRANSVERSAL STEEL STRAPS FOR 4000<LENGTH<=6000MM PROTECTION CORNERS IN LONG SIDE

PACKING FOR “HRS” (CODE 368)

*
BINDING WITH TRANSVERSAL STEEL STRAPS FOR 6000<LENGTH<=8000MM PROTECTION CORNERS IN LONG SIDE

PACKING DOR “GALVANIZED COIL” (CODE 607)

*
TARRED PAPER WRAPPING-STEEL FLANGED CROWN FOR PROTECTION OF COIL CROWN STEEL SHEET FOR OUTSIDE PROTECTION-SERRATED COLLARS FOR OUTSIDE EDGE-INSIDE COLLARS BOUND WITH 3 CIRCUMFERENTIAL AND 5 RADIAL STRAPS.
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STEEL QUALITIES

*
S235JR, S235JRG, S275JR, S355JR, ST22, ST23, ST24, STW22, STW23, STW24, SAE1006, SAE1008, SAE1010, SAE1012, SAE1018, ASTM A36, ST37.2, ST 44.2, ST 52.3 AND EQUIVALNET GRADES IN “DIN”, “JIS”, “ASTM”, “SAE/AISI”, “UNI”, “EURONORM” AND “BS”

THICKNESS

*
FOR HOT ROLLED STEEL COIL : 2.0-16.00MM

*
FOR HOT ROLLED STEEL SHEETS : 3.0-16MM

*
FOR GALVANIZED COILS : 0.5-1.0MM

WIDTH

*
FOR HOT ROLLED STEEL COILS/SHEETS 1000-1680MM

*
FOR GALVANIZED COILS: 1000-1250MM

LENGTH

*
FOR HOT ROLLED STEEL SHEETS : 1000-6096MM

INNER DIA (MM) FOR “ HRC”   *

760MM(53MM
INNER DIA (MM) FOR “GALVANIZED COIL”

*
610MM AND/OR 508MM

WEIGHT FOR”HRC” AND GALVANIZED :

*
WIDTH MM*15MT = X MT ( 2MT

BUNDLE WEIGHT FOR “ HRS ”

*
(2-3.5), (2-4), (2-5) AND (2-10) MT AS PER CUSTOMER REQUEST

MIN. QUANTITY FOR EACH ITEM OF “HRS”
 :  60 MT

MIN. QUANTITY FOR EACH ITEM OF “HRC”
 :  100 MT

MIN. QUANTITY FOR EACH ITEM OF “GALVANIZED COIL”
   : 60 MT

DIMENSIONAL TOLERANCE FOR “HRC” AND “HRS”

*
“ASTM” , “DIN1016” AND/OR “EN10051-91”

DIMENSIONAL TOLERANCE FOR “ GALVANIZED COILS”

*
EN 10143, JIS 3302 AND/OR ASTM A 525M

QUALITY CERTIFICATES
 :  “DIN50049 3.1.B”  AND/OR “BS EN10204-3.1.B”
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HOT ROLLED PRODUCTS


APPLICATIONS

MILL EDGE COILS
STRUCTURAL

TRIMMED EDGE COILS
COLD FORMING & DRAWING

SKINPASSED MILL EDGE COILS
REROLLING

SKINPASSED TRIMMED EDGE COILS
COLD FORMED PIPES

MILL EDGE SHEETS
MECHANICAL PIPES

TRIMMED EDGE SHEETS
LINE & CASING PIPES

SKIN PASSED MILL EDGE SHEETS
DRAWING

SKINPASSED TRIMMED SDGE SHEETS
DIRECT USE

