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     Hebei Longsheng Metals & Minerals Co.,Ltd.
  Add: No 448, West Heping Road, Shijiazhuang, Hebei, China

Tel: 0086-311-87811811 Fax: 0086-311-87812055 E-mail: lubei@minmetalshb.com

	To:   
	From:  LuBei

	Attn: 
	Date:  July 14, 2011

	Website:   www.minmetalshb.com
	No:   


Re: glass fiber Insect Screen and Fiberglass self-adhesive mesh tape
Dear Sires,
The follow is special construction materials, the rew material is glass, if your interesting in it, please informe us. 

Insect Screen
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Specifications
Woven:leno/plain
Mesh sizes available: 14*14,14*16, 14*18,16*16, and 16*18.[image: image6.wmf] 


The standard width: 100cm,but available in 60cm,90cm,120cm,and 150cm Etc.
Colors: black, grey, brown, white, yellow, blue, green, or according to requirements.
Packing: each roll with plastic film, each 10 rolls per carton,or according to requirement.
Roll length:30 meters per roll. A full 20ft container will load of about 90,000 ㎡.
The screen is fabricated with C-glass fiber yarn that is coated with PVC.It is featured with: 
Anti-rust and anti-corrosion
Washable and nice colour
Weatherability
Stable size and good ventilation and light transmission
Fiberglass self-adhesive mesh tape
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Specifications
Weave: leno
Width: 25,35,50,75,100,150,200,300 and 1000 mm Etc.
Roll length: 20,45,50,70,75,90,150 meters or according to requirements

Usage: Repair dry wall, gypsum board joints, a variety of wall cracks and other wall damage
Using the experiences of advanced enterprises abroad and considering the construction characteristics, we developed the fiberglass self-adhesive mesh tape, which is specially for solving the problem. The product is fiberglass mesh coated with acrylic, the alkaline resistance of acrylic, the chemical stability and no oxygenated property of fiberglass make the tapes have following properties that other materials can not be compared with:
Good performance of alkalis resistance;
High tensile strength and deformation resistance;
Excellent self-adhesive performance;
Simple and easy to be applied.
Fiberglass alkalie-resistance mesh
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Specifications
Width: 15cm-2000 cm 
Roll length: 50-500 meters or according to requirements
Packing: Plastic foil on each roll Color: white, yellow, blue, red, orange etc.
The fiberglass alkaline resistance mesh fabric is on the basis of C-glass or E-glass Woven fabric,the coated by acrylic acid copolymer liquid, posses the properties of good alkaline resistance, high strength,good cohesion,excellent in coating etc,It is widely used in wall reinforce,out side wall heat insulation, roof water proof.It can also reinforce cement, plastic, bitumen, plaster, marble, mosaic etc.It is an ideal engineering material in construction.
Wallboard paper joint tape
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Wallboard Paper Joint Tape designed for using with joint compounds to reinforce and strengthen plasterboard joints and corners.

Specifications
Natural colour
Paper weight:135/m2 and 145g/m2
Economical,Convenient and Neat to use resisting shrinking, stretching, distortion and cracking
Usage:
Fixing damaged wall panels patching holes in wallboard preparing 
walls for paint or wallpaper Hiding joint craking in wallboard

Look forward to your prompt reply!

Best Regards
Lubei 
Department Manager 

=============================================
Hebei Longsheng Metals & Minerals Co., Ltd

Tel: 0086 311 87811811 87811840 Fax: 0086 311 87812055 
Email: lubei@minmetalshb.com Web: www.minmetalshb.com
Msn: hebei.longsheng@hotmail.com  Skype: dltong
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