Quotation of I-Beam 

Commodity：I beam

Quality: S235JR acc to EN10025 or equivalent to Q235 acc to GB700-88

Tolerance: Acc to EN10034 or equivalent GB706-88

IPE 140 - 4000mt    USD580/MT 
IPE 160 - 4000mt    USD580/MT
IPE 180 - 4000mt    USD585/MT
IPE 200 - 4000mt    USD590/MT
IPE 220 - 4000mt    USD595/MT
TOTAL   20,000MT
Remark: 
1. Invoicing based on actual weight

       

2. Price term: FOB ST LSD main port China

       

3. Payment: Against FCR

       

4. Delivery: Within July
Technical specs as per attached TDC
 [image: image1.emf]
Dimension & Sectional Properties
Mass & Sectional Dimensions

	Section
	Standard Sectional Dimensions (mm)
	MASS

	
	h
	b
	s
	t
	r1
	r2
	

	IPE 100
	100
	55
	4.1
	5.7
	7
	2
	8.1

	IPE 120
	120
	64
	4.8
	6.3
	7
	2
	10.4

	IPE 140
	140
	73
	4.7
	6.9
	7
	2
	12.9

	IPE 160
	160
	82
	5
	7.4
	9
	2
	15.8

	IPE 180
	180
	91
	5.3
	8.0
	9
	2
	18.8

	IPE 200
	200
	100
	5.6
	8.5
	12
	2.5
	22.4

	IPE 220
	220
	110
	5.9
	9.2
	12
	2.5
	26.2

	IPE 240
	240
	120
	6.2
	9.8
	15
	3.0
	30.7


Tolerance on mass:  +/-4.0% 
h = Height of beam 


b = Flange width 


s = Thickness of web 


t  = Flange thickness 


r1  = Inner radius fillet


r2  = Toe radius








