	Serial number
	Variety
	Main steel grade
	Carries out the standard
	Main use

	Ⅰ
	The steel plate for boiler and pressure vessel
	20g,16Mng，15CrMog P235GH,P355GH, P395GH
12CrlMoVg,19Mng, 
22Mng,13MnNiCrMoNbg 
20R,16MnR,15MnVR ,12MnNiVR 3MnNiMoNbR 
15MnNbR,15MnVNR 
16MnDR,09MnNiDR,15MnNiDR 
12Cr2Mo1R,14Cr1MoR 
07MnCrMoVR,07MnNiCrMoVDR 20MnMoNi55, 
SB410,SB450,SB480 
SPV235,SPV315,SPV355 
SPV410,SPV450,SPV490 
SGV410,SGV450,SGV480 
SBV1A,SBV1B,SBV2,SBV3 
SEV245,SEV295,SEV345 SA387Gr11CL2/CL1(HIC)，SA387Gr22CL2, UHI,HⅠ,HⅡ,10CrMo9-10,15Mo3 16Mo3,
13CrMo44,18MnMo4-5,19Mn6 , 20MnMoNi4-5,15NiCuMoNb5-6-4 17Mn4,19Mn6
BHW35 
13MnNiMo54 
1Cr0.5Mo,2.25Cr1Mo 
1.25Cr0.5Mo 
(S)A299M(Gr.A,B)
(S)A515M(Gr.60,65,70) 
(S)A516M(Gr55,60,65,70), A203M(GrA,B,D,E,F)
(S)A204M(GrA,B,C), A285M(GrA,B,C)
(S)A387M(Gr.2,11,12,22,22L,21,21L,5,9,91) 
(S)A537M(Gr.1,2,3) 
(S)A662M(Gr.A,B,C) 
(S)A302M(Gr.A,B,C,D) 
(S)A737M(Gr.B,C) 
(S)A738M(Gr.A,B,C) 
(S)A533M(Ⅰ,Ⅱ) 
P235GH P265GH,P295GH,P275N,P275NH,P275NL1, P275NL2,P355N,P355NH,P355NL1,P355NL2, 
P355GH,P460N,P460NH,P460NL1,P460NL2 13CrMo4-5 ,13CrMo4-5,13CrMoSi5-5, 
10CrMo9-10,11CrMo9-10 ,12CrMo9-10, 13CrMoV9-10, X10CrMoVNb9-1,12CrMoV12-10 
A42,A52,A48 ,X12CrMo5,
20MnHR,20HR,16MnHR 
161G430  A203(GrA,B,D,E,F),A204(GrA,B,C),A516(Gr55,60,65,70)   A662(GrA,B,C),A387(Gr2,12,11,22,22L,21,21L,5,9,91)  A515(Gr60,65,70),A537(Gr1,2,3),A285(GrA,B,C)  A302(GrA,B,C,D),A299(GrA,B)
	GB713 
GB6654 
GB3531 
GB150 
JIS G 3103 
JIS G 3115 
JIS G 3118 
JIS G 3119 
JIS G 3124 
DIN 17155 
DISSEN 
DILINGEN
SPECIAL- CONDITION 
ASTM, ASME 
EN10028-2 2003

EN10028-3 2003
NFA36-205 
SPECIAL- CONDITION 
BS1501 
EN10025-6

WYJ


	Widely applies in profession and so on petroleum, chemical industry, power plant, boiler, uses in manufacturing the reactor, the heat interchanger, the separator, the spherical tank, the oil gas storage holder, liquefies the boiler, the nuclear power reactor pressure shell, the boiler steam drum, the liquefied stone oil vapor bottle, hydroelectric power station high pressure water pipe, equipment and the component and so on water shell.

	Ⅱ
	Low alloy & high strength steel plate
	12Mn,15MnVN,16Mn,15MnV 
14MnNb 
Q295(A,B),Q345(A,B,C,D,E) 
Q390(A,B,C,D,E) 
Q420(A,B,C,D,E) 
Q460(C,D,E) 
Q500(D,E),Q550(D,E), 
Q620(D,E),Q690(D,E) Q850, Q490(A,B,C),SM490Y(A,B) 
SM520(B,C),SM570 
SS490,SS540 
St44-3,St37-2,St52-3,St50-2 
St60-2,St70-2 
StE315,StE355,StE380 
StE420,StE460,StE500,StE520 
A572(Gr42,50,55,60,65), A588(GrA,B,C,K),  A514(GrA,B,L,E,F,H,J,K,M,P,Q,R,S,T)
A633M(A,C,D,E),A633(GrA,C,D,E),A871(Gr60,65) S235(JR,J0,JRG1, JRG2,J2G3,J2G4) 
S275(JR,J0,J2,J2G3,J2G4) 
S355(JR,J0,J2,J2G3,J2G4,K,K2G3,K2G4)  S450JO
E395,E335,E360 
S275N,S275NL,S355N,S355NL 
S420N,S420NL,S450JO,S460N,S460NL 
50(A,B,C,D,DD,EE,F),40(A,B,C,D,EE)
43(A,B,C,D,EE),55(A,EE,F) 
WH60,WH410LK(BB41BF) 
WH490LK(BB503) 
E355(DD,E),E460(CC,DD,E) 
E420(DD,E),E460(DD,E) 
E550(DD,E),E690(DD,E) 
Fe430(A,B,C,D) 
Fe510(B,C,D)   S460Q,S460QL,S460QL1 S500Q,S500QL,S500QL1, S550Q,S550QL,S550QL1, S620Q,S620QL,S620QL1, S690Q,S690QL,S690QL1, S890Q,S890QL,S890QL1, S960Q,S960QL,S960QL1 P355M,P355ML1,P355ML2,P420M,P420ML1,P420ML2,P460M,P460ML1  P460ML2,S275M,S355M,S420M,S460M,S275ML,S355ML,S420ML,  S460ML,WStE380, WStE420, WStE460, WStE520,TStE380, TStE420  TstE460, TstE520,EstE380, EstE420,EstE460,EstE520
	GB1591 
GB/T1591 
JIS G 3106 
JIS G 3101 
GB/T16270 
JIS G 3106 
JIS G 3101 
DIN17100 
DIN17102 
ASTM 
EN10025 
EN10113 
BS4360 
专用条件
ISO4950-2 
ISO4950-3 
ISO630 EN10025-6
	Makes mechanical device and other structural elements and so on drilling machine, power shovel, electricity drive wheel counter- mine trolley, mineral product automobile, excavator, car loader, bulldozer, each kind of hoist crane, coal mine hydraulic pressure support which the workshop, the general construction and each kind of project machinery, like the mine and each kind of project construction uses.

	Ⅲ
	Anti-corrosive steel plate
	16MnR(HIC),08Cu,16MnCu 
St37-3Cu3 
A588M(A,B,C,K),A242MCL.2 
Cor-TenB,10CrMoAL 
16CuCr,12MnCuCr 
15MnCuCr,12MnCuCr-QT 
SMA400(AW,BW,CW) 
SMA400(AP,BP,CP) 
SMA490(AW,BW,CW) 
SMA490(AP,BP,CP) 
SMA570W,SMA570P 
Fe235W,Fe355W 
WR50B,WR50C
	SPECIAL- CONDITION 
DIN17100 
ASTM 
SPECIAL- CONDITION 
GB4172 
JIS G 3114 
ISO4952 
BS4360 
	Remarkably enhances the structural element the anti-corrosive performance, lengthens the structural element service life, may use in manufacturing each kind of structural element which under the atmospheric environment and the caustic gas, the liquid works.

	Ⅳ
	The steel plate for bridge
	16q,16Mnq,16MnCuq 
15MnVq,15MnVNq 
14MnNbq 
A709(Gr36,50,50W,70W,100,100w)
	YB168 & 
YB(T)10 
SPECIAL- CONDITION 
ASTM 
	Uses in manufacturing the riveted joint and the hitch welds the structure the highway bridge and the railroad bridge (including cross sea bridge).

	Ⅴ
	High-building structural steel plate
	GC-400,GC-490 
SN400(A,B,C),SN490(B,C) 
275(D,E,EZ),355(D,E,EM) 
355EMZ,450(EM,EMZ) 
	YB/T SPECIAL- CONDITION 
JIS G 3136 
BS7191 
	Uses in manufacturing the industry and the civil building prop and load-bearing Liang and so on.

	Ⅵ
	Alloy structural steel plate
	15CrMo,20CrMo,30CrMo 
35CrMo,20Cr,40Cr 
20Mn2,40Mn2 
20CrMnMo,12Cr1MoV 
30CrMnSiA 
25CrMo4,34CrMo4,42CrMo4
	GB3077, 
GB11251&SPECIAL-CONDITION EN10083-1 
	Uses in manufacturing each kind of alloy junction component and its the spare part, like power plant boiler super-heater collection box, heavy-caliber tube plate structural element.

	Ⅶ
	Steel plate for mould
	P20 P80A ,WSM136A,618B,638B S45C-S55C 
40Cr,45-55 
50Mn 
SM45-SM55,SM3Cr2Mo 
SM3Cr2Ni1Mo 
2311，2378，718
	A681 
JIS G 4051 
SPECIAL-CONDITION & 
GB711 
YB/T107 
SPECIAL-CONDITION 
	Uses in manufacturing various pseudo plastic mould, the high mirror surface mold, mold and so on.

	Ⅷ
	Carbon structural steel plate
	Q235-Q275 
10-55 
20Mn-50Mn 
SS400 
SM400(A,B) 
S10C-S55C 
St37-2,St37-3,Ust37-2
A36,A283(A,B,C,D),A283 (GrA,B,C,D)
1010-1050 
40(A,B,C,D,EE) 
S235(JR,J0,J2,J2G3,J2G4) 
1C22,1C25,1C30,1C35 
1C40,1C45,1C50,1C55 
Fe360(A,B,C,D) 
	GB3274 
GB711 & 
SPECIAL-CONDITION 
JIS G 3101 
JIS G 3106 
JIS G 4051 
DIN17100 
ASTM 
BS4360 
EN10025 
EN10083-2 ISO630 
WYJ
	Uses in manufacturing each kind of steel the riveting, the hitch, welds the structural element.

	Ⅸ
	Shipbuilding & oil platform steel plate
	A，B，D，E（Z15.Z25.Z35) 
AH32-FH32(Z15.Z25.Z35) 
AH36-FH36(Z15.Z25.Z35) 
API SPEC 2H Gr.42.Gr.50 A131(GrA,B,D,E,CS,AH32,AH36,DH32,DH36,EH32,EH36,  FH32,FH36,AH40,DH40,EH40,FH40  2H(Gr42,50,50T)   2W(TMCP)(Gr42,60)  A32,A36,A40,D32,D36,D40,E32,E36,E40,F32,F36,F40 A420,A460,A500,A550,A620,A690,D420,D460,D500,D550,D620,D690 E420,E460,E500,E550,E620,E690,F420,F460,F500,F550,F620,F690 A27S,D27S,E27S , NV360-0A,-0N,NV360-1FN  NV410-0A,-0N,NV410-1FN,NV460-0A,-0N,NV460-1FN  NV490-0N,NV490-1FN,NV510-1FN  NV0.3Mo,NV1Cr0.5Mo,NV2.25Cr1Mo  360,410,460,490,360FG,410FG,460FG,490FG,510FG  13CrMn4-5,11CrMo9-10  AH42,AH46,AH50,AH55,AH62,AH69,DH42,DH46,DH50,DH55,DH62,DH69  EH42,EH46,EH50,EH55,EH55,EH62,EH69,FH42,FH46,FH50,FH55,FH62  FH69,1.5Ni,3.5Ni,5Ni,9Ni,B420,B460,B500,N15,N35,N50,N90  M,CIM,C2M1,KA32,KA36,KA40,KF32,D32,D36,D40,F36,E32,E36,E40,F40  KP42,KP46,KP49,KPA46,KPA49,KPV24,KPV32,KPV36,KPV46,KPV50  P235GH,P265GH,P295GH,16Mo3,13CrMo4-5


	CCS,DNV,GL, 
LR,BV,ABS, 
GB5313 
API 
	Uses in manufacturing the hull, the marine extraction platform, the platform tube contact and other structural elements.

	Ⅹ
	Hardsteel plate
	M360A 
NM400A 
NM360B 
NM400B,NM500B,NM360,NM450 DILLIDUR400V,500V,SB40,SB45,SB50, K340,K400,K500 

	WYJ
RAEX
	Uses in manufacturing and processing engineering machinery and coal mine machines.

	Ⅺ
	High strength & toughness steel plate
	GS80,28Cr2Mo,26SiMnMo
	SPECIAL-CONDITION
	Uses in manufacturing the pressure resistance shell, deeply diving the buoyant apparatus, the high-pressured structural element, the astronavigation equipment, the armored vehicle and so on.

	Ⅻ
	The steel plate for oil & gas transportation pipeline
	X42，X46，X52，X56 
X60，X65，X70，X80 ,X100, X120,
	API
	Uses in manufacturing the petroleum, the natural gas conduit.


Note:
1． Can produce in the Z15-Z35 like table various trademarks anti-layered to rend (thickness direction performance) the steel plate.
2．Production specification:
Thickness 8mm-650mm,Width 1500mm-5000mm,Length 3000mm-27000mm. After the bilateral agreement, may supply a bigger specification the steel plate.
3． Delivery condition: According to the performance and the user need, the steel plate may hot rolling, control rolls over, the fire, the annealing, the tempering, the fire adds condition delivery and so on the tempering,quenching and tempering. 

