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Specifications for Steel Sheet Piles
I. H-Piles (Type HZ 575D):
	No
	Description
	Qty

	1
	Length 20m, 1.79 meter center to center, with connectors
	222

	2
	Length 18m, 1.79 meter center to center, with connectors
	22

	3
	Length 15m, 1.79 meter center to center, with connectors
	84

	4
	Length 14m, 1.79 meter center to center, with connectors
	49


II. Sheet-Piles (Type AZ18):

	No
	Description
	Qty

	1
	Length 14m
	442

	2
	Length 12m
	42

	3
	Length 9m
	166

	4
	Length 8m
	97


III. Tie-Rods (Type M76):

	No
	Description
	Qty

	1
	Used to tie between two HZ 575D piles, complete with necessary accessories like turnbuckles, tie rod nuts, channel whaling, etc.
	166


IV. Tie-Rods (Type M76):

	No
	Description
	Qty

	1
	Used to tie between one end HZ 575D piles and other end inclined & grouted with concrete below ground level, complete with necessary accessories like turnbuckles, tie rod nuts, channel whaling, etc.
	51


V. Bollard Tie-Rods (Type M48):

	No
	Description
	Qty

	1
	Complete set with all accessories
	42


Specifications:

1. Structural piles shall be of Grade S275 to BS-EN 10025 or equivalent
2. Design details shall be in accordance with BS-5950
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